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Description 
Highly refined paraffin based oils, endowed with high resistance to oxidation when used at high temperatures. 

 
Properties 

• High Viscosity Index. 
• Extraordinary resistance to ageing and sludge formation, oxidation and corrosion. 
• Low tendency to form carbonaceous residue. 

 
Technical specifications 
   

 UNIT METHOD VALUE 

   PRO-50 PRO-70 PRO-100 PRO-150 

Appeareance  Visual Bright and Clear 

Colour  ASTM D 1500 1,0 1,0 2,5 3 

Density at 15 ºC g/mL ASTM D 4052 0,860 0,865 0,885 0,889 

Viscosity at 40 ºC cSt ASTM D 445 11,5 25 62 100 

Viscosity  at 100 ºC cSt ASTM D 445 3,2 4,3 8,1 11 

Flash Point O/C ºC ASTM D 92 160 min 170 min 225 mín. 230 mín. 

Pour Point ºC ASTM D 97 -9 -9 -9 -9 

Aniline Point ºC ASTM D 611 92 94 96 105 
Ramsbottom Carbon % weight ASTM D 5294 0,08 max. 0,08 max. 0,08 0,15 max. 

Copper Corrosion, 3h at 100 ºC  ASTM D 130 1b 1b 1b 1b 

TAN mg KOH/g ASTM D 974 0.05 max. 0.05 max. 0,05 max. 0,05 max. 
 

 The above mentioned characteristics are typical values and should not be considered product specifications.. 


