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Description 
Oil especially recommended for axles and final drives in CATERPILLAR machinery that require an oil without 
friction modifiers in accordance with the specification CAT FD-1 (FDAO, Final Drive and Axle Oil). 

This oil greatly increases both the behaviour and lifespan of the machinery compared to oils that fulfil the CAT 
TO-4 specification. 

 
Properties 

• Doubles the lifespan of bearings and gears compared to a CAT TO-4 oil. 
• Improves the protection for bearings from wear due to macropitting fourfold compared to a CAT TO-4 

oil. 
• Doubles the change time, achieving significant cost savings. 
• Compatible with joints. 
• Excellent oxidation and corrosion stability. 
• Maximum protection against foam formation. 
• Not applicable as engine oil. 

 
Quality levels 

• CATERPILLAR FD-1 
 
Technical specifications 
 

 UNIT METHOD VALUE 

SAE grade   60  
Density at 15 °C g/ml ASTM D4052 0.901  

Viscosity at 100 °C cSt ASTM D445 24.3  
Viscosity at 40 °C cSt ASTM D445 290  

Viscosity at -10 °C cP ASTM D5293 75,000 max.  

Viscosity index - ASTM D2270 95 min.  

Flash point, O/C °C ASTM D92 260 min.  

Pour point °C ASTM D97 -18  
 


